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SOUTH ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
NOT REQUIRED, LESS THAN 40 LF

2.g.ii. MAIN ENTRANCES:
ARCHITECTURAL ELEMENTS PROVIDED: COLUMNS AND CANOPY

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 373 SF
MASONRY PROVIDED SF= 416 SF (67%)

EIFS MAX ALLOWED (25%) = 155 SF
EIFS PROVIDED = 0 SF (0%)

WOOD SIDING = 205 SF (33%)
NON-MASONRY = 205 SF (33%)

NORTH ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
NOT REQUIRED, LESS THAN 40 LF

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 411 SF
MASONRY PROVIDED SF= 479 SF (70%)

EIFS MAX ALLOWED (25%) = 171 SF
EIFS PROVIDED = 171 SF (25%)
WOOD SIDING = 33 SF (5%)

TOTAL NON-MASONRY = 204 SF (30%)
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EIFS
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EAST ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH

NOT REQUIRED LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% = 29 LF)

2.g.ii. MAIN ENTRANCES:

ARCHITECTURAL ELEMENTS PROVIDED: PILASTERS,
RECESSED ENTRANCE, CHANGE IN FINISH MATERIAL, CANOPY WITH

COLUMNS

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED

MASONRY REQUIRED SF= 802 SF
MASONRY PROVIDED SF= 995 SF (74%)

EIFS MAX ALLOWED (25%) = 336 SF
EIFS PROVIDED = 107 SF (8%)

WOOD SIDING = 244 SF (18 %)

TOTAL NON-MASONRY = 351 SF (26%)

WEST ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K
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2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH

NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% = 29 LF)

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED

MASONRY REQUIRED SF= 923 SF
MASONRY PROVIDED SF= 1,164 SF (76%)

EIFS MAX ALLOWED (25%) = 385 SF
EIFS PROVIDED = 260 SF (17%)
WOOD SIDING = 114 SF (7%)

TOTAL NON-MASONRY = 374 SF (24%)
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SOUTH ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% =17.32 LF)

2.g.ii. MAIN ENTRANCES:
ARCHITECTURAL ELEMENTS PROVIDED: TRANSOMS, PILASTERS,
RECESSED ENTRANCE

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 440 SF
MASONRY PROVIDED SF= 651 SF (89%)

EIFS MAX ALLOWED (25%) = 183 SF
EIFS PROVIDED = 0 SF (0%)

WOOD SIDING = 82 SF (11%)

TOTAL NON-MASONRY =82 SF (11%)
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2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH

NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(1) AND (2) FLAT ROOF ARTICULATION

NOT REQUIRED, 40 LF OR LESS

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED

MASONRY REQUIRED SF= 536 SF
MASONRY PROVIDED SF= 670 SF (75%)

EIFS MAX ALLOWED (25%) = 224 SF
EIFS PROVIDED = 224 SF (25%)
WOOD SIDING = 0 SF (0%)

TOTAL NON-MASONRY = 224 SF (25%)
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